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VisiFlo® Hollow Cone Spray Tips

TX-VS1 100 
0.055 0.065 0.074 0.081 0.087 0.093 0.098 0.103 0.108 0.112 0.116 0.120 0.124 0.127 0.131 0.134 0.137 0.140 0.143

VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF

TX-VS2 100
0.110 0.131 0.148 0.164 0.177 0.189 0.201 0.211 0.221 0.231 0.240 0.248 0.256 0.264 0.272 0.279 0.286 0.293 0.299

VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF

TX-VK3 100
0.164 0.196 0.223 0.245 0.266 0.284 0.301 0.317 0.332 0.346 0.359 0.372 0.384 0.396 0.407 0.418 0.429 0.439 0.449

F VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF

TX-VK4 50
0.218 0.262 0.299 0.331 0.360 0.386 0.410 0.433 0.454 0.474 0.493 0.512 0.529 0.546 0.562 0.578 0.594 0.608 0.623

F VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF

TX-VK6 50
0.327 0.393 0.448 0.496 0.539 0.579 0.615 0.649 0.681 0.711 0.740 0.767 0.794 0.819 0.844 0.867 0.890 0.912 0.934

F F VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF

TX-VK8 50
0.433 0.525 0.603 0.671 0.732 0.788 0.840 0.888 0.934 0.978 1.02 1.06 1.10 1.13 1.17 1.20 1.24 1.27 1.30

F F VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF

TX-VK10 50
0.541 0.657 0.753 0.838 0.915 0.985 1.05 1.11 1.17 1.22 1.27 1.32 1.37 1.42 1.46 1.50 1.55 1.59 1.63

F F F VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF

TX-VK12 50
0.649 0.788 0.904 1.01 1.10 1.18 1.26 1.33 1.40 1.47 1.53 1.59 1.65 1.70 1.75 1.81 1.86 1.90 1.95

F F F VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF VF

TX-VK18 50
0.968 1.18 1.37 1.53 1.67 1.80 1.93 2.04 2.15 2.25 2.35 2.45 2.54 2.63 2.72 2.80 2.88 2.96 3.03

F F F F F VF VF VF VF VF VF VF VF VF VF VF VF VF VF

TX-VK26 50
1.40 1.71 1.97 2.20 2.41 2.60 2.78 2.95 3.11 3.26 3.40 3.54 3.67 3.80 3.92 4.04 4.16 4.27 4.38

F F F F F F VF VF VF VF VF VF VF VF VF VF VF VF VF

l/min
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How to order: 
Specify tip number. 

Examples: 

 TX-VS4 –  Stainless Steel with VisiFlo 
color-coding

 TX-4 – Brass

 TX-SS4 – Stainless Steel

TX-VK4 – Ceramic with VisiFlo 
color-coding

Typical Applications:
Use for directed applica tions in air blast 
spraying for orchards and vineyards and 
other specialty crops. Also well-suited for 
applications of insecticides, fungicides, 
defoilants and foliar fertilizers at pressures  
of 40 PSI (3 bar) and above.

Features: 
■ VisiFlo color-coded version consists 

of stainless steel or ceramic orifice in 
polypropylene body. Maximum operating 
pressure 300 PSI (20 bar). Spray angle is  
80° at 100 PSI (7 bar).

■ Finely atomized spray pattern provides  
thorough coverage.

■ TX-VS1 and TX-VS2 available in VisiFlo  
color-coded stainless steel only.

Note: Always double check your application rates. Tabulations are based on spraying water at 70°F (21°C).  
See pages 136–157 for useful formulas and other information.

AIR BLAST NOZZLES


